AMTEC CORD GRIPS TECHNICAL DATA

CORD GRIPS & DELUXE CORD GRIPS

FEATURES CORD GRIP MATERIALS
INDOOR AND OUTDOOR USE ALUMINUM NUT
PREVENTS CORD PULL-OUT ALUMINUM BODY
FOR USE WHERE CABLE IS EXPOSED TO NEOPRENE BUSHING

MOISTURE OR SUBMERSION
ELIMINATES FATIGUE POINTS
CONTROL CABLE ARC-OF-BEND
DELUXE CORD GRIP MATERIALS

ALUMINUM NUT
APPLICATIONS ALUMINUM BODY
WIRING ENCLOSURES NEOPRENE BUSHING
PUMPS SST MESH WITH ALUMINUM COLLARS
COMPRESSORS
CONSTRUCTION
HAND TOOLS AVAILABLE UPON REQUEST
PROCESSING EQUIPMENT METAL CLAD SEALING “O" RING
MATERIAL HANDLING EQUIPMENT LOCKNUT
MOTORS & MACHINE TOOLS SEE PG 33
COMPLIANCES:

National Electrical Code
Articles 400-10 and 400-14
NEMA standars FB1-1983
Fed. Spec. W-C-586¢

Mil Spec 100 and 130

Suitable for use in hazardous locations under NEC Sec 501-4(b), 502-4(a)(2), and 503-2(a).
For Class |, Div 2; Class Il, Div 1 and 2; and Class Ill, Div 1 and 2.

Note:

Special coatings on fittings are available upon request. Descriptions marked with an * may have to
have cable jacket stripped to pass through the bore of fitting.



